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RouteIT™

Cable Tray and Pathway Management Solutions

The RouteIT line includes a comprehensive offering of wire mesh cable tray and user-friendly mounting

accessories.  The RouteIT system delivers flexible and easily deployed solutions for overhead, under-

floor and wall-mount cable pathways in the data center and throughout the network infrastructure.  

8RouteIT WIRE MESH CABLE TRAY SYSTEM

www.siemon.com
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Height: 2” (50.8 mm)
Length: 118.125” (3 meters)
Wire Dia Minimum: 0.197” (5.0 mm)

RTT(X)-204 -(XX) 4 in. 100 mm 8.2 lbs. 3.72 kg

RTT(X)-206 -(XX) 6 in. 150 mm 10.2 lbs. 4.62 kg

RTT(X)-208 -(XX) 8 in. 200 mm 11.8 lbs. 5.35 kg

RTT(X)-212 -(XX) 12 in. 300 mm 15 lbs. 6.80 kg

RTT(X)-216 -(XX) 16 in. 400 mm 23 lbs. 10.43 kg

RTT(X)-218 -(XX) 18 in. 450 mm 25 lbs. 11.34 kg

RTT(X)-220 -(XX) 20 in. 500 mm 27 lbs. 12.24 kg

RTT(X)-224 -(XX) 24 in. 600  mm 31 lbs. 14.06 kg

Part Number Width Weight Per Piece

RTT(X)-404 -(XX) 4 in. 100 mm 11.8 lbs. 5.35 kg

RTT(X)-406 -(XX) 6 in. 150 mm 12.8 lbs. 5.81 kg

RTT(X)-408 -(XX) 8 in. 200 mm 15 lbs. 6.80 kg

RTT(X)-412 -(XX) 12 in. 300 mm 23 lbs. 10.43 kg

RTT(X)-416 -(XX) 16 in. 400 mm 27 lbs. 12.24 kg

RTT(X)-418 -(XX) 18 in. 450 mm 29 lbs. 13.15 kg

RTT(X)-420 -(XX) 20 in. 500 mm 31 lbs. 14.06 kg

RTT(X)-424 -(XX) 24 in. 600  mm 35  lbs. 15.88 kg

Part Number Width Weight Per Piece

RTT(X)-608 -(XX) 8 in. 200 mm 23 lbs. 10.43 kg

RTT(X)-612 -(XX) 12 in. 300 mm 27 lbs. 12.24 kg

RTT(X)-616 -(XX) 16 in. 400 mm 31 lbs. 14.06 kg

RTT(X)-618-(XX) 18 in. 450 mm 33 lbs. 14.97 kg

RTT(X)-620 -(XX) 20 in. 500 mm 35 lbs. 15.88 kg

RTT(X)-624 -(XX) 24 in. 600 mm 39 lbs. 17.69 kg

Part Number Width Weight Per Piece

Height: 4.” (101.6 mm)
Length: 118.125” (3 meters)
Wire Dia Minimum: 0.197” (5.0 mm)

Height: 6” (152.4 mm)
Length: 118.125” (3 meters)
Wire Dia Minimum: 0.197” (5.0 mm)
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8CABLE TRAY ORDERING INFORMATION

Use 1st (X) to specify wire form: Blank = Standard round, E = Elongated

Use (XX) to specify tray finish: PS = Pre-galvanized (silver), P1 = Powder Coat Black

* See pages 6 & 7 for tray capacities 

RouteIT cable trays are available in an array of sizes and configurations to
support nearly any data center and network pathway configuration.  Stan-
dard tray finishes are pre-galvanized (silver) and black powder coat. Addi-
tional finishes are available upon request.
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8ACCESSORIES

PART NUMBER DESCRIPTION

RTT-LC  . . . . . . . . . . . . . . . . .TRAY CLIPS
Label clip for tray identification. 
10/box

RTS-1-(XX)  . . . . . . . . . . . . .WASHER SPLICE KIT
Connects multiple  lengths of tray

 . . . . . . . . . . . . . . . . . . . . . . .Also used for attachment of splice bars
and corner guide splice as well as field
sweeps and reducers. 50/ box.

RTS-2-(XX)  . . . . . . . . . . . . .WASHER SUPPORT
Provides increased support in straight-
tray splices and field junctions/bends.
(washer only). 50/box.

RTS-2H-(XX)  . . . . . . . . . . . .WASHER SUPPORT KIT
Provides increased support in straight-
tray splices and field junctions/bends.
Includes 2 washers, 1 screw, and 
1 wingnut. 50/box.

RTS-3-(XX)  . . . . . . . . . . . . .BAR SPLICE 
Provides increased rigidity when used
with washer splice in side rail use.
50/box.

RTS-4-(XX)  . . . . . . . . . . . . .CORNER GUIDE SPLICE
Supports 90° corner splice. For use with
all tray sizes. 2 splices, 8 nuts/box.

RTR-G-P1 . . . . . . . . . . . . . . .CORNER CABLE GUIDE 
Protects and maintains correct cable
bend radius in corners. 1/box.

RTA-U1-(XX)  . . . . . . . . . . . .VERTICAL UP
Secures cable and protects bend radius
at upward vertical transitions.  1/box.

RTA-D1-(XX)  . . . . . . . . . . . .VERTICAL DOWN (DROP OUT)
Protects bend radius at drop points.
1/box.

RTA-B08-(XX)  . . . . . . . . . . .TERMINATION BRACKET
Secures end of tray runs to wall or other
vertical structures. 1/box

RTC-T-(XX)  . . . . . . . . . . . . .CEILING SUPPORT TRAPEZE
Clips to tray side and attaches to stan-
dard 1/2” and 3/8” threaded rods for
ceiling mount. Quick-release allows for
side cable loading. 50/box.

Use (XX) to specify finish: PS - Pre-galvanized (silver),  P1 - Powder Coat Black
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PART NUMBER DESCRIPTION

04 - 4”
06 - 6”
08 - 8”
12 - 12” 
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Finish
PS - Pre-galvanized (silver) 
P1 - Powder Coat Black
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Affixes to standard 1/2” or 3/8” threaded rods for
trapeze-style support of tray sections. 1/box.

For wall mounting of RouteIT Tray. 1/box.
RTW-(XX)-(XX)  . . . . . . . . . .TRIANGLE WALL SUPPORT 

RTC-C(XX)-(XX)  . . . . . . . . .CEILING SUPPORT CENTER

RTC-P(XX)-(XX)  . . . . . . . . .PROFILE CEILING SUPPORT 

Can be mounted over 1/4”, 3/8” 
or 1/2” threaded rod. 1/box.
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PART NUMBER DESCRIPTION

RTR-F0242-PS  . . . . . . .FITTING FLAT
Self supporting under floor tray section.
24” x 24” (610mm x 610mm)

RTR-HVF-PS  . . . . . . . .UNDER FLOOR SUPPORT INTERSECTION FITTING
Installs between horizontal/vertical underfloor supports to create
a mounting point for intersecting tray

RTR-HV(XX)-PS  . . . . .HORIZONTAL/VERTICAL UNDER FLOOR SUPPORT
Unique design combines horizontal mounting bar and vertical
support members for all-in-one, seismic-rated tray support

 

RTR-C12-PS  . . . . . . . .12” C-BRACKET MOUNT
Used in conjunction with under floor supports to create multi-
tier/multi-level pathways

RTR-1-PS  . . . . . . . . . . .UNDERFLOOR SECURING CLIP
Secures tray to underfloor supports and C-bracket mount. 50/box

4

8UNDER FLOOR TRAY    & ACCESSORIES

RTR(X)-T2122-PS 2 12 2 51 x 305 x  610 3.1 1.41 

RTR(X)-T2124-PS 2 12 4 51 x 305 x 1219 6.2 2.81 

RTR(X)-T4122-PS 4 12 2 102 x 305 x 610 3.75 1.70 

RTR(X)-T4124-PS 4 12 4 102 x 305 x 1219 7.5 3.40

RTR(X)-T6122-PS 6 12 2 152 x 305 x 610 4.42 2.00

RTR(X)-T6124-PS 6 12 4 152 x 305 x 1219 8.85 4.01 

RTR(X)-T2242-PS 2 24 2 51 x  610 x 610 4.76 2.20 

RTR(X)-T2244-PS 2 24 4 51 x 610 x 1219 9.5 4.31 

RTR(X)-T4242-PS 4 24 2 102 x 610 x 610 5.42 2.50

RTR(X)-T4244-PS 4 24 4 102 x 610 x 1219 10.84 4.92 

RTR(X)-T6242-PS 6 24 2 152 x 610 x 610 6.06 2.75 

RTR(X)-T6244-PS 6 24 4 152 x 610 x 1219 12.12 5.50 

Siemon
Part Number

Depth (in.) (mm.)
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Use (X) to specify wire form: Blank = Standard round, E = Elongated

Tray Size (D x W x L) Weight (per piece)

Width (in.) Length (ft.) (lbs.) (kg.)

Under-floor tray supports come in various configurations, including mounting pedestals, brackets for multi-level
pathways and vertical supports designed to mount tray independently of raised floor assemblies. Also included is
an seismic-rated under-floor mounting bracket that integrates both vertical pedestals and horizontal tray support
into a single, easy to install unit.

UNDER FLOOR SECTION

FITTING FLAT

HORIZONTAL/VERTICAL UNDER
FLOOR SUPPORT

12” C-BRACKET MOUNT

UNDERFLOOR SUPPORT 
INTERSECTION FITTING

www.siemon.com
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10 - 10”
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Height

UNDERFLOOR SECURING
CLIP
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8ADDITIONAL TRAY DATA

TRAY SPLICE REQUIREMENTS

This chart provides information on the number of splices required to join (2) lengths of cable tray.

Siemon’s RouteIT cable tray is offered in an elongated wire construction that increases
the surface area of the tray cross-members by 400%, decreasing cable strain up to
65% and reducing cable deformation that can negatively impact overall network per-
formance.   Also available in standard round wire design, the trays feature a robust, steel
welded construction for reliable support of maximum cable capacities.  Both elongated
and round wire designs have rounded edges at all critical points and snag-proof 
“t-welded” top wire construction to prevent damage to cables. 

ELONGATED WIRE CONSTRUCTION

Cable

Elongated Wire Cross-Section

Cable

Round Wire Cross-Section

Increased surface area decreases cable strain and deformation 

RTT(X)-204 -(XX) 2 x 4 51 x 101 2

RTT(X)-206 -(XX) 2 x 6 51 x 152 4

RTT(X)-208 -(XX) 2 x 8 52 x 203 4

RTT(X)-212 -(XX) 2 x 12 51 x 304 4

RTT(X)-216 -(XX) 2 x 16 51 x 406 4

RTT(X)-218 -(XX) 2 x 18 51 x 457 4

RTT(X)-220 -(XX) 2 x 20 51 x 508 5

RTT(X)-224 -(XX) 2 x 24 51 x 610 5

RTT(X)-404 -(XX) 4 x 4 101 x101 4

RTT(X)-406 -(XX) 4 x 6 101 x152 5

RTT(X)-408 -(XX) 4 x 8 101 x 203 6

RTT(X)-412 -(XX) 4 x 12 101 x 304 6

RTT(X)-416 -(XX) 4 x 16 101 x 406 7

RTT(X)-418 -(XX) 4 x 18 101 x 457 7

RTT(X)-420 -(XX) 4 x 20 101 x 508 7

RTT(X)-424 -(XX) 4 x 24 101 x 610 8

RTT(X)-608 -(XX) 6 x 8 152 x 203 6

RTT(X)-612 -(XX) 6 x 12 152 x 304 6

RTT(X)-616 -(XX) 6 x 16 152 x 406 7

RTT(X)-618 -(XX) 6 x 18 152 x 457 7

RTT(X)-620 -(XX) 6 x 20 152 x 508 7

RTT(X)-624 -(XX) 6 x 24 152 x 610 8

Siemon
Part #

in.

Tray Size ( W x D )

mm.
Number of

Splices

In lieu of post-manufacturing chemical cleaning, pre-galvanized
tray is mechanically cleaned after welding.

Unlike other colored trays, RouteIT’s black powder coat finish is Certified by UL so
no paint removal is necessary at splice points for proper tray grounding.

Siemon Part # lbs/ft.
RTT(X)-204-(XX) 43
RTT(X)-206-(XX) 50
RTT(X)-208-(XX) 52
RTT(X)-212-(XX) 58
RTT(X)-216-(XX) 70
RTT(X)-218-(XX) 70
RTT(X)-220-(XX) 73
RTT(X)-224-(XX) 75
RTT(X)-404-(XX) 45
RTT(X)-406-(XX) 49

RTT(X)-408-(XX) 78
RTT(X)-412-(XX) 78
RTT(X)-416-(XX) 108
RTT(X)-418-(XX) 116
RTT(X)-420-(XX) 116
RTT(X)-424-(XX) 116
RTT(X)-608-(XX) 116
RTT(X)-612-(XX) 123
RTT(X)-616-(XX) 123
RTT(X)-618-(XX) 127
RTT(X)-620-(XX) 127
RTT(X)-624-(XX) 150

RTR(X)-F0242-PS 67
RTTR(X)-T2122-PS 65
RTTR(X)-T2124-PS 65
RTTR(X)-T2242-PS 116
RTTR(X)-T2244-PS 115
RTTR(X)-T4122-PS 143
RTTR(X)-T4124-PS 143
RTTR(X)-T4242-PS 116
RTTR(X)-T4244-PS 115
RTTR(X)-T6122-PS 157
RTTR(X)-T6124-PS 157
RTTR(X)-T6242-PS 151
RTTR(X)-T6244-PS 151

LOAD RATINGS

The T-Weld Design of the RouteIT’s tray provides additional safety
from sharp edges for installers and cabling.

T

0.03125 sq. in. support area*

0.00781 sq. in. support area*

* Based on cable contact area of 0.125 in.
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TRAY CAPACITY CHART Details tray fill capacities for common cable diameters

8CABLE CAPACITY CHARTS

RTT(X)-204-(XX) 2 x 4 51 x 101 226 176 141 115 96 81 69 60 53 46 41

RTT(X)-206-(XX) 2 x 6 51 x 152 339 264 211 173 144 122 104 90 79 70 62

RTT(X)-208-(XX) 2 x 8 51 x 203 452 352 282 231 192 163 139 121 106 93 83
RTT(X)-212-(XX) 2 x 12 51 x 304 679 528 423 346 288 244 209 181 159 140 124

RTT(X)-216-(XX) 2 x 16 51 x 406 905 705 564 462 385 326 279 242 212 187 166
RTT(X)-218-(XX) 2 x 18 51 x 457 1019 793 635 519 433 366 314 272 238 210 187

RTT(X)-220-(XX) 2 x 20 51 x 508 1132 881 705 577 481 407 349 302 265 233 207
RTT(X)-224-(XX) 2 x 24 51 x 610 1358 1057 846 693 577 489 419 363 318 280 249
RTT(X)-404-(XX) 4 x 4 101 x 101 452 352 282 231 192 163 139 121 106 93 83

RTT(X)-406-(XX) 4 x 6 101 x 152 679 528 423 346 288 244 209 181 159 140 124
RTT(X)-408-(XX) 4 x 8 101 x 203 905 705 564 462 385 326 279 242 212 187 166
RTT(X)-412-(XX) 4 x 12 101 x 304 1358 1057 846 693 577 489 419 363 318 280 249
RTT(X)-416-(XX) 4 x 16 101 x 406 1811 1410 1129 924 770 652 559 484 424 374 332

RTT(X)-418-(XX) 4 x 18 101 x 457 2038 1586 1270 1039 866 733 629 545 477 421 374
RTT(X)-420-(XX) 4 x 20 101 x 508 2264 1763 1411 1155 963 815 698 605 530 467 415

RTT(X)-424-(XX) 4 x 24 101 x 610 2717 2115 1693 1386 1155 978 838 727 636 561 499

RTT(X)-608-(XX) 6 x 8 152 x 203 1358 1057 846 693 577 489 419 363 318 280 249
RTT(X)-612-(XX) 6 x 12 152 x 304 2038 1586 1270 1039 866 733 629 545 477 421 374

RTT(X)-616-(XX) 6 x 16 152 x 406 2717 2115 1693 1386 1155 978 838 727 636 561 499
RTT(X)-618-(XX) 6 x 18 152 x 457 3057 2380 1905 1559 1300 1100 943 817 715 631 561

RTT(X)-620-(XX) 6 x 20 152 x 508 3397 2644 2117 1733 1444 1222 1048 908 795 701 623
RTT(X)-624-(XX) 6 x 24 152 x 610 4076 3173 2540 2079 1733 1467 1258 1090 954 842 748

Siemon
Part Number

in.

Tray Size ( W x D ) Cable OD mm. (in.)

mm.
3.81

(0.15)
4.32

(0.17)
4.83

(0.19)
5.33

(0.21)
5.84

(0.23)
6.35

(0.25)
6.86

(0.27)
7.37

(0.29)
7.87

(0.31)
8.38

(0.33)
8.89

(0.35)
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WORLD WIDE LOCATIONS
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Visit our website at www.siemon.com for
detailed global office contact information

Worldwide Headquarters 
North America
Watertown, CT USA
Phone (1 ) 860 945 4200 US
Phone (1 ) 888 425 6165 

Regional Headquarters 
EMEA
Europe/Middle East/Africa
Surrey, England
Phone (44 ) 0 1932 571771

Regional Headquarters
Asia/Pacific
Shanghai, P.R. China
Phone (86) 21 5385 0303

Regional Headquarters
Latin America
Bogota, Colombia
Phone (571) 657 1950

WWW.SIEMON.COM
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